
POLISIEVE TR  
Rotary sieves



DESCRIPTION

APPLICATIONS 

CONSTRUCTIVE CHARACTERISTICS 

OPERATION 

The POLISIEVE TR model rotary sieve is an equipment intended for sieving liquids in order to perform a solid-
liquid separation. It is used in countless industrial applications. 

Its design characteristics give it high performance, being a self-cleaning equipment capable of operating for long 
periods of time without the need for attention.

Urban wastewater pre-treatment. 

Wastewater pre-treatment in industries such as wine, brewing, chemical, agricultural, paper, textile, mining, 
tomato, fish canning, vegetable canning, poultry, pig, and cattle slaughterhouses and many other industries.

Filtering cylinder made entirely of AISI 304 stainless steel; it is built by helical winding of a welded triangular 
section profile on a series of perimeter longitudinal support profiles.

Body made entirely of AISI 304 stainless steel, strong mechanically welded constructed, provided with the liquid 
inlet and outlet and all sealing elements.

Brass cleaning scraper, fixed on an articulated stainless-steel tray, which is adjusted to the cylinder by means 
of springs mounted at its ends.

Interior cleaning system using pressurized water made up of laser-perforated stainless-steel pipes.

Highly robust and maintenance-free gear motor that ensures uninterrupted operation of the equipment.

The liquid to be filtered enters the sieve through the inlet flange and is evenly distributed throughout the entire 
filtering cylinder that rotates at low speed. 

The solid particles are retained on the surface of the filtering cylinder and are conducted towards a scraper that 
separates them and deposits them on an inclined tray for their fall by gravity.

The liquid that passes through the slits of the filtering cylinder is conducted towards the sieved water outlet flange.



TECHNICAL DATA 
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The use of photos, data or texts from these catalogues is not permitted without the prior written authorization of Politech.

OPTIONAL ELEMENTS 

-   Excess overflow: in case of excess flow or number of solids higher than expected, the excess water is 
conducted to the outside through an internal overflow. 

- Manufactured in AISI 316 stainless steel. 

Consult our technical department to select the ideal size in each case depending on the application.

ADVANTAGES 

- Simple and resistant equipment made of stainless steel.
- Great filtering capacity in a small space.
- Integrated internal cleaning.
- Equipment completely closed and safe.
- Reduced power consumption.

POLISIEVE TR 
MODEL

Power
(Kw)

Weight
(Kg)

A
(mm)

B
(mm)

C 
(mm)

Input flange
DN (mm)

Output flange
DN (mm)

Optional 
overflow
DN (mm)

TR 2451 0,18 85 785 690 630 80 125 80

TR 4051 0,25 115 785 905 880 125 150 125

TR 4081 0,25 165 1035 905 880 150 200 125

TR 4101 0,25 190 1290 905 880 200 250 125

TR 6071* 0,55 280 1010 1235 1190 200 250 150

TR 6101* 0,55 330 1260 1235 1190 250 300 150

TR 6151* 0,55 370 1760 1235 1190 300 350 150

TR 6201* 0,55 420 2260 1235 1190 300 350 150

* The dimensions of the 6000 series may vary depending on the project.


