
AQUATURBO® FRED   
Floating drag and mixing device



DESCRIPTION

APPLICATIONS 

CONSTRUCTIVE CHARACTERISTICS

OPERATION 

The Aquaturbo® FRED floating drag and mixing device is an equipment intended for the agitation of industrial 
and municipal wastewater with a high load of solids and greases that are very difficult to handle.

Its studied design and the use of the Screwpeller® give it high performance in very demanding working conditions.

Agitation of highly charged urban and industrial wastewater.

Wine, brewing, chemical, agricultural, paper, textile, mining, and many other industries.

Fish and vegetable canning industry, poultry, pig, and bovine slaughterhouses.

All agitators are equipped with a Screwpeller® type impeller that produces an excellent mix pattern and high 
reliability.

Equipment completely manufactured in AISI 304 stainless steel in the standard version, and in AISI 316 as an 
option, in all its submerged parts.

High efficiency IE3 motor mounted on the support structure of the floats. 

Stainless steel floats filled with high density polyurethane.

Fastening system using stainless steel cables and springs or guide tubes depending on the configuration of the 
tank and water levels.

The Aquaturbo® FRED floating drag and mixing device provides intense agitation for every application.

The Aquaturbo® FRED produces a mixing pattern that works from top to bottom and in a helical way, attracting 
all floating materials and grease towards the centre and propelling it downwards, thus achieving a superficial 
cleanliness and from the bottom that is strongly agitated.



TECHNICAL DATA

ADVANTAGES 

- Flexibility, which allows the agitator to be placed anywhere in the tank.
- Simple and safe installation.
- Minimum cost of installation and maintenance.
- Intensive stirring with minimal power consumption.
- Directs grease and other floating materials into the tank, completely agitating the entire tank with a double 
 action effect based on the MIX-AS Screwpeller® plus an extra flying Screwpeller® that pumps upwards  
 performing a double action.
- The extra flywheel Screwpeller® prevents cavitation with high reliability.
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FRED MODEL Power
(Kw)

Speed
(rpm)

D1
(mm)

D2
(mm)

L1
(mm)

L2
(mm)

H1
(mm)

H2
(mm)

Weight
(Kg)

0110-24 1,1 1.455 500 1.625 1.344 1.474 446 910 85

0150-24 1,5 1.450 500 1.625 1.344 1.474 461 925 92

0220-24 2,2 1.435 750 2.350 1.950 2.136 550 1.026 167

0300-24 3 1.440 750 2.350 1.950 2.136 555 1.031 172

0400-24 4 1.450 750 2.350 1.950 2.136 605 1.104 215

0550-24 5,5 1.465 750 2.400 1.988 2.179 649 1.188 220

0750-24 7,5 1.465 750 2.400 1.988 2.179 659 1.204 235

1100-24 11 1.470 850 2.650 2.200 2.409 741 1.449 322

1500-24 15 1.470 850 2.650 2.200 2.409 741 1.449 343

1850-24 18,5 1.470 950 2.750 2.300 2.509 749 1.491 422

2200-24 22 1.470 950 2.750 2.300 2.509 759 1.551 442


